
Metal Frame 
Assembly 
Made Easy!

You will need:

1. Assemble Three Sides
�‡Arrange one long side and 
two short sides of your frame 
face down on a safe work 
surface.
�‡Stack a screw plate and a 
back plate with the “Nielsen” 
sides up. 
�‡Insert the 2 piece corner 
plates into the Hardware 
Channel of the long side 
with screws up. If the plates 
do not insert easily, loosen 
(do not remove) the screws. 
�‡Attach both short sides to 
the long side, forming a “U” 
shape. 
�‡Tighten all four screws just 
enough to hold the frame 
together. 
�‡You will adjust and tighten 
the screws later. 

2. Slide ‘artwork 
sandwich’ into frame
�‡Attach your artwork to your 
mat or backing. 
�‡Clean your glass and place it 
on top of the matted/backed 
artwork, making an “art 
sandwich”. Make sure there 
is no dust or finger prints 
between the glass and 
artwork. 
�‡Now turn your three sided 
frame face up and carefully 
slide the “art sandwich” into 
the frame on the Art Track. 
�‡When the “art sandwich” is 
all the way in, carefully turn 
the frame face down again.

3. Attach fourth side
�‡Insert the remaining 2 piece 
corners into both ends of the 
fourth (long) side and then 
carefully slide the plates into 
the Hardware Channels of 
the “U”. 
�‡Tighten the screws to hold 
the fourth side in place.

4. Tighten all corners
�‡Inspect the face of your 
frame to make sure the 
corners are closing at the 
front. 
�‡If adjustment is needed, 
loosen the screws one corner 
at a time, gently tap the sides 
of the corner together with 
the butt of your screw driver. 
�‡Hold the corner firmly and 
re-tighten the screws.
�‡Repeat as needed for all 
four corners.

5. insert spring clips*
�‡Insert the spring clips 
between the underside of the
Hardware Channel and the 
backing board of your “art
sandwich”. 
�‡The spring clips should be 
spaced several inches apart 
with the curved sides up, 
toward the underside of the 
Hardware Channel. 
�‡When disassembling the 
frame be sure to remove 
these spring
clips first. 

6. Finish off the back
�‡Install the omni hanger by tilting 
them so the screw
end slips under the outside edge of 
the Hardware
Channel. If they do not drop in 
easily, try loosening the screws. 
�‡Measure to position them evenly 
about 1/3 to 1/4 the length from the 
top. 
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and tie as shown below for a strong, 
secure knot. Allow a 30° angle for 
optimum wieght distriution.Tightly 
wrap the wire back eight full 
rotations for the strongest hold. 
�‡Remove the bumpon wall 
protectors from their paper 
backings and adhere them to the 
two bottom corners of your frame.

*Note: Spring Clips must be 
removed before a metal frame can 
be disassembled. Carefully remove 
them with a needle nose pliers.
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